
Route MP Str. No. Str. Name Year Built Mat. Des.
Deck 
Area

Classi-
fication

Suff. 
Rating

40  0.55 921 SR 95 TI UP (Topock)                1966 3 02 6496 FO 74.0
40  71.99 1082 Hwy 93 TI UP                             1963 4 02 10189 FO 77.0
66  60.36 4212 RCB WB                                     1936 2 19 2523 FO 77.7
89  362.3 40 Johnson Canyon Br                    1941 2 07 2523 SD 49.2
93  97.5 492 Wash Bridge 1958 2 01 4695 FO 43.1
93  121.48 639 Natural Corral Br                        1961 2 01 6020 FO 69.7
93  125.95 666 Bronco Wash Br SB                   1961 5 02 6510 FO 79.9
93  127.63 640 Sycamore Creek Br                    1961 2 01 6054 FO 68.6

Material Design
Code Description Code Description

1 Concrete 01 Slab
2 Concrete Continuous 02 Stringer/Multibeam or Girders
3 Steel 03 Girder and Floorbeam System
4 Steel Continuous 04 Tee Beam
5 Prestressed Concrete 05 Box Girders - Multiple Precast
6 Prestressed Concrete Continuous 06 Box Girders -Cast-in-Place
7 Timber 07 Frame
8 Masonry 08 Orthotropic
9 Aluminum, W.I. Or C.I. 09 Truss - Deck

10 Truss-Thru and Pony
11 Arch - Deck

FO: Functionally Obsolete 19 Culvert
SD: Structurally Deficient
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